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Remove tooth carefully 
from mold while under 
light cure. 



I 



Place tooth in a 
separate light-curing 
oven for nine minutes, 
allow to cool and 
remove. 



Inspect tooth for voids 
and fill voids as 
required. 



Smooth tooth lightly 
with white rubber 
wheel. 
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Create retention hole or 
holes on underside of 
tooth, as needed. 



Lightly sand blast with 
fine abrasive. 
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Rinse well in ultrasonic 

cleaner in distilled 
water for two minutes 
or steamer. 
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Dry. 
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Add glaze and/or hand 
polish. 



Place tooth in 
manufacturer's curing 
unit. 
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Insert & adapt small 
amount of Sculpture® 
Plus material into bottom 
of mold (1 mm). 
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Subject to a five minute 
vacuum cycle on a 
nitrogen atmosphere 
followed by three minute 
vacuum segment with 
exposure to curing light 
and heat. 



I 



Add additional layers (2 
mm approx.) subjecting 

each layer to above 
curing step until mold is 
filled. 
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Remove tooth from mold 
and expose again to 
above curing step. 



Fig. 11A 
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Examine. Polish again 
with chamois wheel if 
necessary. Tooth is 
ready for installation in 
denture. 



FIG. 11 (Continued) 



